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§ 279.55 Analysis plan. 

Owners or operators of used oil proc-
essing and re-refining facilities must 
develop and follow a written analysis 
plan describing the procedures that 
will be used to comply with the anal-
ysis requirements of § 279.53 and, if ap-
plicable, § 279.72. The owner or operator 
must keep the plan at the facility. 

(a) Rebuttable presumption for used oil 
in § 279.53. At a minimum, the plan 
must specify the following: 

(1) Whether sample analyses or 
knowledge of the halogen content of 
the used oil will be used to make this 
determination. 

(2) If sample analyses are used to 
make this determination: 

(i) The sampling method used to ob-
tain representative samples to be ana-
lyzed. A representative sample may be 
obtained using either: 

(A) One of the sampling methods in 
appendix I of part 261 of this chapter; 
or 

(B) A method shown to be equivalent 
under §§ 260.20 and 260.21 of this chap-
ter; 

(ii) The frequency of sampling to be 
performed, and whether the analysis 
will be performed on-site or off-site; 
and 

(iii) The methods used to analyze 
used oil for the parameters specified in 
§ 279.53; and 

(3) The type of information that will 
be used to determine the halogen con-
tent of the used oil. 

(b) On-specification used oil fuel in 
§ 279.72. At a minimum, the plan must 
specify the following if § 279.72 is appli-
cable: 

(1) Whether sample analyses or other 
information will be used to make this 
determination; 

(2) If sample analyses are used to 
make this determination: 

(i) The sampling method used to ob-
tain representative samples to be ana-
lyzed. A representative sample may be 
obtained using either: 

(A) One of the sampling methods in 
appendix I of part 261 of this chapter; 
or 

(B) A method shown to be equivalent 
under §§ 260.20 and 260.21 of this chap-
ter; 

(ii) Whether used oil will be sampled 
and analyzed prior to or after any proc-
essing/re-refining; 

(iii) The frequency of sampling to be 
performed, and whether the analysis 
will be performed on-site or off-site; 
and 

(iv) The methods used to analyze 
used oil for the parameters specified in 
§ 279.72; and 

(3) The type of information that will 
be used to make the on-specification 
used oil fuel determination. 

[57 FR 41612, Sept. 10, 1992, as amended at 71 
FR 40280, July 14, 2006] 

§ 279.56 Tracking. 

(a) Acceptance. Used oil processors/re- 
refiners must keep a record of each 
used oil shipment accepted for proc-
essing/re-refining. These records may 
take the form of a log, invoice, mani-
fest, bill of lading or other shipping 
documents. Records for each shipment 
must include the following informa-
tion: 

(1) The name and address of the 
transporter who delivered the used oil 
to the processor/re-refiner; 

(2) The name and address of the gen-
erator or processor/re-refiner from 
whom the used oil was sent for proc-
essing/re-refining; 

(3) The EPA identification number of 
the transporter who delivered the used 
oil to the processor/re-refiner; 

(4) The EPA identification number (if 
applicable) of the generator or proc-
essor/re-refiner from whom the used oil 
was sent for processing/re-refining; 

(5) The quantity of used oil accepted; 
and 

(6) The date of acceptance. 
(b) Delivery. Used oil processor/re-re-

finers must keep a record of each ship-
ment of used oil that is shipped to a 
used oil burner, processor/ re-refiner, or 
disposal facility. These records may 
take the form of a log, invoice, mani-
fest, bill of lading or other shipping 
documents. Records for each shipment 
must include the following informa-
tion: 

(1) The name and address of the 
transporter who delivers the used oil to 
the burner, processor/re-refiner or dis-
posal facility; 
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